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PROJECT DESCRIPTION

I, General

This projec% involves the installation of a new trattic
control signal and geometric improvements at the intersection
of MD“jSolomons Island Road) at MD 765 and Clavert Cliffs
Parkway in Calvert County, Maryland. WMD'is assumed fo run
in a north-south direction.

I1. Intersection Operation

This intersection is proposed to operate in g fully actuated
mode with Southbound MD!/»left turn lane operating as an
permitted / exclusive phase. Southbound MDYthru lanes

will be unaffected by the signal cperation. Norfthbound MD 2/4
and Westbound Caivert Cliffts Parkway will operate in exciusive
nhase each.

A NEMA eight (8) phase, full fraftic actuated controller with
intersection control monitor and Two (2) four—channe!l rack
mounted loop detector amplifiers with time delay output housed
in a base mounted (size b) cabinet shall be installed at this
inTersection.

ITl. Special Notes

T.) Maintenance of fraffic will be handled by the contractor
utilizing the following standard piates for traffic
control: 104.00-13, 104.00-19, 104.00-21 - 104.00-24,
104.17-01, 104.37/-01, 104.38-01, 104.48-01, 104.81-02.

72.) The following contact persons for Disfrict #> are as

foliows:

Mr. Paul Armstrong M. Lawrence BEiliott

District Engineer Asst. District Engineer — Traftic
Phone # (410) 841-5450 Fhone # (410) 841-5450

Mr. Chuck Gecrge M. John Mays

Asst. District Engineer - Asst. District Engineer -
Maintenance Utility

Phone # (410) 841-5450 Phone # (410) 841-5450

Mre Richard L. Datfs Sr.
Chief., Trafftic Operations Division
Phone # (410) 7187{-1630

3.) Upon completion of this project. the contractor shall
contact Mr. Robert Snyder of the MD-SHA at (410) 787-7635
to arrange for the felephone line installation. The
contractor shall provide Mr. Snyder with the nearest street
address, zip code and phone number.

| EQUIPMENT LIST
A. Equipment to be supplied by the Administration.

SPECIFICATION
ITEM NO. QUANTITY  UNITS SECTIDON DESCRIPTION
9001 5 EA 814 12 in. 1 way 3 section

(R,Y+G) signal head
mast arm mount.
5007 Z EA 814 12 in. 1 woy 3 section
(RASYALGA) SigﬂGE
head-pedestal mount.

9003 1 EA 814 12 in. 1 way 3 section
(RA,YA,GA) opticatly
programed signal head
-pote mount.

9004 1 EA 816 Eight-phase (fully
actuated controllsr and
cabinet) with
intersection monitor
and battery back-up -
base mount.

9005 2 EA XXX Four-channe! toop
detector ampiitier
{delayed output)

9006 156 SF 813 Sheet aluminum signs
consisting of:

2 EA XK X D3-7 (var x 16 in. )
- mast arm mount

i FA XK D3-72 (var x 372 in.)
- mast arm mount

1 FA XXX R3-2 (mod) (30" x 30")
-mast arm mount

EQUIPMENT LIST (con't)

A. Equipment to be supplied by the Administration.

SPECIFICATION
ITEM NO. QUANTITY  UNITS SECTION DESCRIPTICN
% Fh XHH R3I-5(L) (30" x 36")
-mast arm mount
1 EA HAK R3-5(R) (30" x 36")
—-mast arm mount
; EA KA R6-1 {R) (24" x 48")
~ ground mount
1 EA WAK R10-6C (60" x 36™)
- pole mount
[ EA KA K R4-T A (30" x 247)
~ pole mount
[ EA KK K R4-T (36" x 48")
~ ground mount
1 EA KA Ri-2 (36" % 36" x 36")
~ ground mount
1 EA XK W41 (L) (36" % 36™)
- ground mount
1 LA UK Special Sign.{(36"x42")
NOTICE - TRAFFIC FROW
RIGHT DDES NOT STOR”
- ground mount
| £h KHA W3-3 (36"%x36") -
ground  mount
| EA XK A W3-3 (48"x48")
1 FA XK R3-2 {mod) (24"x24") -

ground mount

EQUIPMENT LIST

B. Equipment to be Furnish and/or Instatled by the Contractor

B SPECIFICATION

ITEM NO. QUANTITY  UNITS SECTICN DESCRIPTIOCN

1001 1 BA 104 Maintenance of Traffic per
assignment

2001 4 CY 205 Test pit excovation

2004 85 CY {1 Class 7 excovation

5001 1500 ik h55 6 ine yellow permanent
preformed pavement marking
tape

5002 1700 LF 555 6 in. white permanent
pretormed pavement marking
Tape

5003 380 LF 555 12 in. white permcenent
preformed pavement marking
tape

5004 60 PF Ahh 24 in. whits permanent
pretormed pavement marking
tape

5013 2000 LF HAN Remove existing povement
markings - any width

6001 455 SF 610 4 in. concrete sidewalk

o007 11z LF 609 Standard Type A combination
curb and gutter 172 in.
gutter pan. 8 in. depth

6009 137 LF 609 Monotithic concrets median
4, 0 in. wide type A-1

8001 9 Ly 801 Furnish and install concrete
Tor signal foundation

8011 8 A 814 Install signol head

s (ANY TYPE)

8016 3 EA SP Furinsh and Instali miroloop QFODE
set with 500 t+. {ead-in.

8020 EA 816 Install controller ond cabinet-
base mount

8071 300 LF 815 Furnish and install saw cut for

signal (loop detector:

EQUIPMENT LIST (con’+t)

B. Equipment to be Furnish and/or Installed by the Contractor

ITEM NO. QUANTITY  UNITS

86025

8024

8029

8030

8033

5034

8040

8041

8044

8045

5049

8050

8051

5053
8054

8064

8070

6081

8084

25

620

240

80

1000

480

80

700

390

300

120

LF

LF

LF

EA

EA

LF

LF

LF

LF

LF

LF

SE
SF
EA

EA

£A

EA

SPECIFICATION
SECTION DESCRIPTION
805 Furnish and install 1 in. ligquid

805

805

811

804

810

810

810

810

810

812

813
813
SP

807

821

SP

tight fiexible non—-metailic
condutt for detector slesve

Furnish and install 2 in.
schedule 80 rigid PYC conduit-
Trenched

Furnish and install 3 in.
schedule 80 rigid PYC conduit-
bored

Furnish and instatl 4 in.
schecule 80 rigid PVC conduit-
trenched

Furnish and install electrical
handhol e

Furnish and install ground rod-
374 in. digmeter x 10 ft. length

Furnish and install loop wire
encased in Tiexible tubing
(No. 14 AWG)

Furnish and install electrical
cable ~ 2 conductor (Aluminum Shieldad)

Furnish and install electrical
cable — 5 conductor (No. 14 AWG)

Furnish ond install electrical
cabie — 7 conductor {No. 14 AWG)

Furnish anc instai!l No. & AWG
stranded bare copper ground wire

Furnish and instal!l electrical
cable 1 - conductor No. 4 AWG —
THHN/ THWN

Furnish and instcll wood sign
supports 4 in. x 4 in.

Install ground mounted sign
Instait overhead sign

Use existin plan or disk and
as-bui it traffic control device

Furnish and install control ang
distribution equipl{120/240V,
1 phase 3 wire syst)

Furnish and install mast arm pole
and 38 1. mast arm

Furnish and install mast arm pole
and 10 1. mast arm

ITEM NO. QUANTITY
Neq.
Neg.

Neg.

Neg.

Ned.,
Neg.
Neg.
Neg.

Neq.

Neg.

2280
35
20
70

230

397

FHW A FED. AD
STATE -
RECION NO. FROJ. NO.

SHEET
NO.

TOTAL
SHEETS

3 MD

EQUIPMENT LIST (con't)
B. Equipment to be Furnish and/or Installed by the Contractor

UNITS

LF
CY
TON
TON

SY

L

SY
SY
SY
EA

EA

LF

SPECIFICATION
SECTION DESCRIPTION

Full depth sawcut.

Removal of existing pavement.

Hot mix asphglt surftace SC.

Hot mix asphalt base BC.

6' base course using graded

aggregate.

Standard type B curb and gqutter

combination.

Replace topsoil 4" depth.

Strawmutching.
Sesding median areas.

Fiex post.

821 Furnish and install 14 f+.

breckaway pedestal pol

805 Furnish and install 2 in. PVC

schedule B0 electrical
riser.

.

conduit
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